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SOMAX TECHNOLOGY 

 

 
 

 

H.265 Ultra Low-light Super WDR 
SOMAX H.265 Series network cameras boast to 
support the latest H.265 compression which is 
acclaimed to have 50% reduction in bandwidth, 
storage and bitrate  compared to H.264, while 
rendering superb image quality under challenging 
light conditions with Ultra Low-light and Super 

WDR functionalities. 

Easily Adjustable 3-Axis Bracket 
The Mini Bullet Network Camera is easy to install on a wall or ceiling. It 
features 3-axis bracket which provides a robust mounting platform for tidy 

installation and camera angle adjustments on a 3-axis plane. 

Built-in PoE Module 
SOMAX Network Camera incorporates IEEE 802.3af Power 
over Ethernet technology, which eases installation by 

providing power and networking connectivity with a single 

cable, eliminating the need for additional power cables 

and reduces installation costs. 

Waterproofing Design 
For easy management and waterproofing, the camera is 
also equipped with a mounting bracket that conceals the 

cable within, offering a well rounded protection of the 

cable from any water, dust or shock damages. 

Professional-level Video Quality 
The availability of low-light lens and motorized zoom 
lens enables the Mini Bullet Network Camera to offer 
professional-level video quality which is either suitable 
for applications required high light sensitivity or long 

distance surveillance. 

Super WDR 
Incorporating Super Wide Dynamic Range (WDR ) technology, the Mini 
Bullet Network Camera is able to maintain proper lighting contrast and 

ensures image clarity when experiencing severe backlight, glare, 

reflection and other extreme lighting conditions. 
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SOMAX TECHNOLOGY  

 

                    

 IP67 Fixed Dome Network Camera 
2/4.0MP, H.265 Series, 2.8mm Lens, POE, 20m IR Range. VANDAL PROOF 

 

 
 
 
Technical Specification 

SERIES FUNCTIONS 

 2/4.0MP H.265 real-time coding 
 3D DNR, True WDR  
 0.001Lux Starlight  
 IR-Cut filter, Day&Night 
 PoE power supply 
 Lightning Protection up to 6KV 
 IP67 ingress protection 
 Support iOS/Android Phone/Pad 
 Remote monitoring 

                            

  

Model NO. SMD42N28 SMD52N28 SMD54N28 

Image Size 1920*1080 1920*1080 2560*1440 

Image Sensor 2.0MP 1/2.9" CMOS sensor 2.0MP 1/2.8" CMOS sensor 4.0MP 1/3" CMOS sensor 

Min. illumination 
Color: 0.01Lux @(F1.2,AGC ON); 0 Lux 
with IR B/W: 0.001 Lux @ (F1.2,AGC 

ON),0 Lux with IR 

Color: 0.01Lux @(F1.2,AGC ON); 0 Lux 
with IR B/W: 0.001 Lux @ (F1.2,AGC 

ON),0 Lux with IR 

Color: 0.01Lux @(F1.2,AGC ON); 0 Lux 
with IR B/W: 0.05 Lux @ (F1.2,AGC 

ON),0 Lux with IR 

Shutter Time 1/25s to 1/10,000s 1/25s to 1/10,000s 1/25s to 1/10,000s 

Lens 6mm, "2.8mm / 3.6mm Optional" 6mm, "2.8mm / 3.6mm Optional" 6mm, "2.8mm / 3.6mm Optional" 

Lens Mount M12 M12 M12 

Horizontal FOV 52° 51° 48° Optional" 

Day & Night IR-Cut filter with auto switch IR-Cut filter with auto switch IR-Cut filter with auto switch 

Digital NR 3D DNR 3D DNR 3D DNR 

IR distance 10 ~ 20m 10 ~ 20m 10 ~ 20m 

Resolution 1080P(1920*1080) 
1080P(1920*1080), 1.3MP(1280*960), 

720P (1280 * 720P), D1, CIF 

4MP(2560*1440), 3MP(2048*1520, 
2304*1296), 1080P (1920*1080), 720P 

(1280 * 720P), D1, CIF 

Main Stream 1920*1080@25fps 1920*1080@25fps 2560*1440@25fps 

Sub Stream 704*576@25fps 704*576@25fps/352*288@25fps 704*576@25fps/352*288@25fps 

Third Stream 1280*720@25fps 1280*720@25fps 1280*720@25fps 

Image Settings Saturation, Brightness and Contrast are adjustable through Web browser or Client software. 

Video Compression H.265/H.264 H.265/H.264 H.265/H.264 

Bite Rate 32Kbps~8Mbps 32Kbps~8Mbps 32Kbps~8Mbps 

Encode Mode VBR/CBR VBR/CBR VBR/CBR 

Audio G.711a G.711a G.711a 

Ethernet 1*10/100Mbps RJ45 Ethernet port 1*10/100Mbps RJ45 Ethernet port 1*10/100Mbps RJ45 Ethernet port 

Audio I/O N/A N/A N/A 

Network Storage Support Support Support 

Alarm Trigger Motion Detection, Privacy Mask, Local Alarm, etc. 

Network Protocols TCP/IP, UDP, HTTP, IGMP, ICMP, DHCP, RTP/RTSP, DNS, DDNS, FTP, NTP, PPPoE, UPNP, SMTP, SNMP 

Interface Protocol ONVIF/API ONVIF/API ONVIF/API 

ROI Support 4 fixed region for mainstream and sub stream separately 

Line cross detection Cross a pre-defined virtual line, up to 1 pre-defined virtual line supported 

General Function Anti-flicker, Dual-stream, Image Capture, Password Protection 

Temperature -30℃ ~ 60℃ -30℃ ~ 60℃ -30℃ ~ 60℃ 

Humidity 10%-90% RH 10%-90% RH 10%-90% RH 

Power Supply DC12V±10%, PoE:3W DC12V±10%, PoE:3W DC12V±10%, PoE:3W 

Protection Level IP67 IP67 IP67 

Weight 300g 300g 300g 

Dimensions 160.3(L)*63.4(W)*64.5(H)mm76K 160.3(L)*63.4(W)*64.5(H)mm76K 160.3(L)*63.4(W)*64.5(H)mm76K 
    

OPTIONAL 
3.6mm Lens SMD42N28 3.6mm Lens SMD52N28 3.6mm Lens SMD54N28 

6mm Lens SMD42N36 6mm Lens SMD52N36 6mm Lens SMD54N36 
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SOMAX TECHNOLOGY  

 

                   

 IP67 Fixed Bullet Network Camera 
2/4MP, H.265 Series, 6mm Lens, POE, 20m IR Range. VANDAL PROOF 

 

 
 
 
Technical Specification 

SERIES FUNCTIONS 

 2/4.0MP H.265 real-time coding 
 3D DNR, True WDR  
 0.001Lux Starlight  
 IR-Cut filter, Day&Night 
 PoE power supply 
 Lightning Protection up to 6KV 
 IP67 ingress protection 
 Support iOS/Android Phone/Pad 
 Remote monitoring 

 

  

Model NO. SMB42N60 SMB52N60 SMB54N60 

Image Size 1920*1080 1920*1080 2560*1440 

Image Sensor 2.0MP 1/2.9" CMOS sensor 2.0MP 1/2.8" CMOS sensor 4.0MP 1/3" CMOS sensor 

Min. illumination 
Color: 0.01Lux @(F1.2,AGC ON); 0 Lux 
with IR B/W: 0.001 Lux @ (F1.2,AGC 

ON),0 Lux with IR 

Color: 0.01Lux @(F1.2,AGC ON); 0 Lux 
with IR B/W: 0.001 Lux @ (F1.2,AGC 

ON),0 Lux with IR 

Color: 0.01Lux @(F1.2,AGC ON); 0 Lux 
with IR B/W: 0.05 Lux @ (F1.2,AGC 

ON),0 Lux with IR 

Shutter Time 1/25s to 1/10,000s 1/25s to 1/10,000s 1/25s to 1/10,000s 

Lens 6mm, 6mm 6mm 

Lens Mount M12 M12 M12 

Horizontal FOV 52° 51° 48° Optional" 

Day & Night IR-Cut filter with auto switch IR-Cut filter with auto switch IR-Cut filter with auto switch 

Digital NR 3D DNR 3D DNR 3D DNR 

IR distance 10 ~ 20m 10 ~ 20m 10 ~ 20m 

Resolution 1080P(1920*1080) 
1080P(1920*1080), 1.3MP(1280*960), 

720P (1280 * 720P), D1, CIF 

4MP(2560*1440), 3MP(2048*1520, 
2304*1296), 1080P (1920*1080), 720P 

(1280 * 720P), D1, CIF 

Main Stream 1920*1080@25fps 1920*1080@25fps 2560*1440@25fps 

Sub Stream 704*576@25fps 704*576@25fps/352*288@25fps 704*576@25fps/352*288@25fps 

Third Stream 1280*720@25fps 1280*720@25fps 1280*720@25fps 

Image Settings Saturation, Brightness and Contrast are adjustable through Web browser or Client software. 

Video Compression H.265/H.264 H.265/H.264 H.265/H.264 

Bite Rate 32Kbps~8Mbps 32Kbps~8Mbps 32Kbps~8Mbps 

Encode Mode VBR/CBR VBR/CBR VBR/CBR 

Audio G.711a G.711a G.711a 

Ethernet 1*10/100Mbps RJ45 Ethernet port 1*10/100Mbps RJ45 Ethernet port 1*10/100Mbps RJ45 Ethernet port 

Audio I/O N/A N/A N/A 

Network Storage Support Support Support 

Alarm Trigger Motion Detection, Privacy Mask, Local Alarm, etc. 

Network Protocols TCP/IP, UDP, HTTP, IGMP, ICMP, DHCP, RTP/RTSP, DNS, DDNS, FTP, NTP, PPPoE, UPNP, SMTP, SNMP 

Interface Protocol ONVIF/API ONVIF/API ONVIF/API 

ROI Support 4 fixed region for mainstream and sub stream separately 

Line cross detection Cross a pre-defined virtual line, up to 1 pre-defined virtual line supported 

General Function Anti-flicker, Dual-stream, Image Capture, Password Protection 

Temperature -30℃ ~ 60℃ -30℃ ~ 60℃ -30℃ ~ 60℃ 

Humidity 10%-90% RH 10%-90% RH 10%-90% RH 

Power Supply DC12V±10%, PoE:3W DC12V±10%, PoE:3W DC12V±10%, PoE:3W 

Protection Level IP67 IP67 IP67 

Weight 300g 300g 300g 

Dimensions 160.3(L)*63.4(W)*64.5(H)mm76K 160.3(L)*63.4(W)*64.5(H)mm76K 160.3(L)*63.4(W)*64.5(H)mm76K 
    

OPTIONAL 
2.8mm Lens SMB42N28 2.8mm Lens SMB52N28 2.8mm Lens SMB54N28 

3.6mm Lens SMB42N36 3.6mm Lens SMB52N36 3.6mm Lens SMB54N36 
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SOMAX TECHNOLOGY  

 

                   

 IP67 VARI-FOCAL Dome Network Camera 
2/4.0MP, H.265 Series, 2.8~12mm Lens, POE, 50m IR Range. VANDAL PROOF 

 
 
 
 
 
 
 
 
 

 
 
Technical Specification 

SERIES FUNCTIONS 

 2/4.0MP H.265 real-time coding 
 3D DNR, True WDR  
 0.001Lux Starlight  
 IR-Cut filter, Day&Night 
 PoE power supply 
 Lightning Protection up to 6KV 
 IP67 ingress protection 
 Support iOS/Android Phone/Pad 
 Remote monitoring 

                            

  

Model NO. SMD42N28V12 SMD52N28V12 SMD54N28V12 

Image Size 1920*1080 1920*1080 2560*1440 

Image Sensor 2.0MP 1/2.9" CMOS sensor 2.0MP 1/2.8" CMOS sensor 4.0MP 1/3" CMOS sensor 

Min. illumination 
Color: 0.01Lux @(F1.2,AGC ON); 0 Lux 
with IR B/W: 0.001 Lux @ (F1.2,AGC 

ON),0 Lux with IR 

Color: 0.01Lux @(F1.2,AGC ON); 0 Lux 
with IR B/W: 0.001 Lux @ (F1.2,AGC 

ON),0 Lux with IR 

Color: 0.01Lux @(F1.2,AGC ON); 0 Lux 
with IR B/W: 0.001 Lux @ (F1.2,AGC 

ON),0 Lux with IR 

Shutter Time 1/25s to 1/10,000s 1/25s to 1/10,000s 1/25s to 1/10,000s 

Lens 2.8-12mm Motorized 2.8-12mm Motorized 2.8-12mm Motorized 

Lens Mount Φ14 Φ14 Φ14 
Horizontal FOV 30°-105° 30°-105° 25°-91° 

Day & Night IR-Cut filter with auto switch IR-Cut filter with auto switch IR-Cut filter with auto switch 

Digital NR 3D DNR 3D DNR 3D DNR 

IR distance 30 ~ 50m 30 ~ 50m 30 ~ 50m 

Resolution 
1080P(1920*1080), 1.3MP(1280*960), 

720P (1280 * 720P), D1, CIF 
1080P(1920*1080), 1.3MP(1280*960), 

720P (1280 * 720P), D1, CIF 

4MP(2560*1440), 3MP(2048*1520, 
2304*1296), 1080P (1920*1080), 720P 

(1280 * 720P), D1, CIF 

Main Stream 1920*1080@25fps 1920*1080@25fps 2560*1440@25fps 

Sub Stream 704*576@25fps 704*576@25fps/352*288@25fps 704*576@25fps/352*288@25fps 

Third Stream 1280*720@25fps 1280*720@25fps 1280*720@25fps 

Image Settings Saturation, Brightness and Contrast are adjustable through Web browser or Client software. 

Video Compression H.265/H.264 H.265/H.264 H.265/H.264 

Bite Rate 32Kbps~8Mbps 32Kbps~8Mbps 32Kbps~8Mbps 

Encode Mode VBR/CBR VBR/CBR VBR/CBR 

Audio G.711a G.711a G.711a 

Ethernet 1*10/100Mbps RJ45 Ethernet port 1*10/100Mbps RJ45 Ethernet port 1*10/100Mbps RJ45 Ethernet port 

Audio I/O N/A N/A N/A 

Network Storage Support Support Support 

Alarm Trigger Motion Detection, Privacy Mask, Local Alarm, etc. 

Network Protocols TCP/IP, UDP, HTTP, IGMP, ICMP, DHCP, RTP/RTSP, DNS, DDNS, FTP, NTP, PPPoE, UPNP, SMTP, SNMP 

Interface Protocol ONVIF/API ONVIF/API ONVIF/API 

ROI Support 4 fixed region for mainstream and sub stream separately 

Line cross detection Cross a pre-defined virtual line, up to 1 pre-defined virtual line supported 

General Function Anti-flicker, Dual-stream, Image Capture, Password Protection 

Temperature -30℃ ~ 60℃ -30℃ ~ 60℃ -30℃ ~ 60℃ 

Humidity 10%-90% RH 10%-90% RH 10%-90% RH 

Power Supply DC12V±10%, PoE:3W DC12V±10%, PoE:3W DC12V±10%, PoE:3W 

Protection Level IP67 IP67 IP67 

Weight 500g 500g 500g 

Dimensions Φ133.1x104mm Φ133.1x104mm Φ133.1x104mm 
    

OPTIONAL Wi-Fi Module SMDW28F 
Ceiling Mount 

Bracket 
SMDC200 

Wall Mount 
Bracket 

SMDW300 
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SOMAX TECHNOLOGY  

 

 

 IP67 VARI-FOCAL Bullet Network Camera 
2/4.0MP, H.265 Series, 2.8~12mm Lens, POE, 50m IR Range. VANDAL PROOF 

 
 
 
 

 
 
 
 
 

 
 
Technical Specification 

SERIES FUNCTIONS 

 2/4.0MP H.265 real-time coding 
 3D DNR, True WDR  
 0.001Lux Starlight  
 IR-Cut filter, Day&Night 
 PoE power supply 
 Lightning Protection up to 6KV 
 IP67 ingress protection 
 Support iOS/Android Phone/Pad 
 Remote monitoring 

                            

  

Model NO. SMB42N28V12 SMB52N28V12 SMB54N28V12 

Image Size 1920*1080 1920*1080 2560*1440 

Image Sensor 2.0MP 1/2.9" CMOS sensor 2.0MP 1/2.8" CMOS sensor 4.0MP 1/3" CMOS sensor 

Min. illumination 
Color: 0.01Lux @(F1.2,AGC ON); 0 Lux 
with IR B/W: 0.001 Lux @ (F1.2,AGC 

ON),0 Lux with IR 

Color: 0.01Lux @(F1.2,AGC ON); 0 Lux 
with IR B/W: 0.001 Lux @ (F1.2,AGC 

ON),0 Lux with IR 

Color: 0.01Lux @(F1.2,AGC ON); 0 Lux 
with IR B/W: 0.001 Lux @ (F1.2,AGC 

ON),0 Lux with IR 

Shutter Time 1/25s to 1/10,000s 1/25s to 1/10,000s 1/25s to 1/10,000s 

Lens 2.8-12mm Motorized 2.8-12mm Motorized 2.8-12mm Motorized 

Lens Mount Φ14 Φ14 Φ14 
Horizontal FOV 30°-105° 30°-105° 25°-91° 

Day & Night IR-Cut filter with auto switch IR-Cut filter with auto switch IR-Cut filter with auto switch 

Digital NR 3D DNR 3D DNR 3D DNR 

IR distance 30 ~ 50m 30 ~ 50m 30 ~ 50m 

Resolution 
1080P(1920*1080), 1.3MP(1280*960), 

720P (1280 * 720P), D1, CIF 
1080P(1920*1080), 1.3MP(1280*960), 

720P (1280 * 720P), D1, CIF 

4MP(2560*1440), 3MP(2048*1520, 
2304*1296), 1080P (1920*1080), 720P 

(1280 * 720P), D1, CIF 

Main Stream 1920*1080@25fps 1920*1080@25fps 2560*1440@25fps 

Sub Stream 704*576@25fps 704*576@25fps/352*288@25fps 704*576@25fps/352*288@25fps 

Third Stream 1280*720@25fps 1280*720@25fps 1280*720@25fps 

Image Settings Saturation, Brightness and Contrast are adjustable through Web browser or Client software. 

Video Compression H.265/H.264 H.265/H.264 H.265/H.264 

Bite Rate 32Kbps~8Mbps 32Kbps~8Mbps 32Kbps~8Mbps 

Encode Mode VBR/CBR VBR/CBR VBR/CBR 

Audio G.711a G.711a G.711a 

Ethernet 1*10/100Mbps RJ45 Ethernet port 1*10/100Mbps RJ45 Ethernet port 1*10/100Mbps RJ45 Ethernet port 

Audio I/O N/A N/A N/A 

Network Storage Support Support Support 

Alarm Trigger Motion Detection, Privacy Mask, Local Alarm, etc. 

Network Protocols TCP/IP, UDP, HTTP, IGMP, ICMP, DHCP, RTP/RTSP, DNS, DDNS, FTP, NTP, PPPoE, UPNP, SMTP, SNMP 

Interface Protocol ONVIF/API ONVIF/API ONVIF/API 

ROI Support 4 fixed region for mainstream and sub stream separately 

Line cross detection Cross a pre-defined virtual line, up to 1 pre-defined virtual line supported 

General Function Anti-flicker, Dual-stream, Image Capture, Password Protection 

Temperature -30℃ ~ 60℃ -30℃ ~ 60℃ -30℃ ~ 60℃ 

Humidity 10%-90% RH 10%-90% RH 10%-90% RH 

Power Supply DC12V±10%, PoE:3W DC12V±10%, PoE:3W DC12V±10%, PoE:3W 

Protection Level IP67 IP67 IP67 

Weight 350g 350g 350g 

Dimensions 186.5(L)*71.7(W)*84(H)mm76K 186.5(L)*71.7(W)*84(H)mm76K 186.5(L)*71.7(W)*84(H)mm76K 
    

OPTIONAL Wi-Fi Module SMBW28F 
Ceiling Mount 

Bracket 
SMBC200 

Wall Mount 
Bracket 

SMBW300 
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SOMAX TECHNOLOGY  

 

 

 6 Inch 2.0MP Speed Network Camera 
2.0MP, H.264/H.265 Series, 18X/30X Optical Zoom, 120m IR Range. VANDAL PROOF 

 
SERIES FUNCTIONS 

 2.0MP H.264/H.265 real time coding 

 Max. resolution: 1920 * 1080 

 3D DNR, digital WDR 

 IR cut filter, true day / night 

 IR distance: up to 120m 

 1-CH alarm input, 1-CH alarm output, and alarm linkage 

 1-CH audio input, 1-CH audio output 

 18X/30X optical zoom 

 Support dual streams 

 Support smart phone, iPad, remote monitoring 

 IP66 ingress protection  

 

                            
 

                     

Technical Specification 

Model NO. SMZ42P18X SMZ52P30X 

Image Size 1920*1080 

Image Sensor 2.0MP 1/2.9" CMOS sensor 

Min. illumination Color: 0.01Lux @(F1.2, AGC ON); 0 Lux with IR B/W: 0.001 Lux @ (F1.2, AGC ON),0 Lux with IR 

Shutter Time Automatic 

Lens 18X Zoom, f=4.7-84.6mm, F1.6-F2.7 30X Zoom, f=4.3-129mm, F1.6-F5.0 

White Balance Auto / Manual 

Day & Night IR-Cut filter with auto switch 

Digital Zoom 18X 30X 

Privacy Mask 4 

Focus Mode Preset Point / Preset Point Cruise / Horizontal Scan / Auto Scan / Path 

Digital NR 3D DNR 

Movement Range Lens Horizontal 0°~ 360° endless rotation 

Pan Speed Preset Speed: 240°/s, Manual Control Speed: 0.1°~ 160°/s 

Movement Range(Tilt) Vertical: -2°~ 90° (auto rotation) 

Tilt Speed Preset Speed: 200°/s, Manual Control Speed: 0.1°~ 120°/s 

Presets 255 

IR Distance Up to 120m 

Video Compression H.264 H.265/H.264 

Audio Compression G.711a 

Protocols TCP/IP, HTTP, DHCP, DNS, DDNS, PPPoE, SMTP, NTP, (802.1x, IPv6 optional ) 

Simultaneous Live View 5 Local users, 20 Remote users 

Security Measures Up to 32 users 3 levels: Administrator, User and Operator 

Alarm I/O 1/1 

Alarm Linkage Yes 

Audio I/O 1/1 

Network Interface 1*RJ45 10/100Mbps Ethernet Port 

Memory Card On-board storage, Up to 32G 

Web Browser Multi Browser Access (IE, Chrome, Firefox, Safari) 

Temperature -20°~ 65° 

Humidity 10%-90% RH 

Power Supply DC12V±10% Max. 5W Consumption 

Protection Level IP66 

Weight 4.2kg 

Dimensions 208mm*443mm 
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SOMAX TECHNOLOGY  

 

 

 
H.265 Network Video Recorders 
Support DHCP, FTP, DNS, DDNS, NTP, UPNP, Email, Cloud services 
P2P, Mobile phone remote monitoring(iOS, Android) 

NETWORK VIDEO 
RECORDERS 

 
H.265 4K NVR SERIES 1HDD, 4,8,16CH 

 H.265/H.264 compression NVR 
 Support 4/8/16CH 5MP IP video input 

 Support VGA maximum 1080P output, HDMI up to 4K output 

 Multi-mode recording: Manual/Schedule/Motion/Sensor 
 Support DHCP, FTP, DNS, DDNS, NTP, UPNP, Email 

 Cloud services, P2P 
 Mobile phone remote monitoring(iOS, Android) 

 Multi-browser access(IE, Chrome, Firefox, Safari) 
 Remote control via IE or CMS : Preview, Playback, Backup, PTZ and configuration.  

 Adopt standard H.265 high profile compression to get high-quality video at much lower bitrate 

 Three stream technology for local storage with high definition, remote network transmission and remote surveillance with mobile device. 

 

Model CH. Max resolution PoE HDD (8TB) Alarm I/O Audio I/O 
Incoming 

Bandwidth 
Local playback 

SMZ504REN 4ch 8MP N/A 1 N/A 1/1 48Mbps 4ch 

SMZ508REN 8ch 8MP N/A 1 N/A 1/1 60Mbps 8ch 

SMZ516REN 16ch 8MP N/A 1 N/A 1/1 80Mbps 16ch 

 
 

H.265 4K NVR SERIES 8HDD, 16,32,64CH 

 H.265/H.264 compression NVR 

 Support 16/32/64CH 5MP IP video input 
 Support VGA maximum 1080P output, HDMI up to 4K output 

 Search: Calendar/Time/Events(Alarm, Motion) 
 Multi-mode recording: Manual/Schedule/Motion/Sensor 

 Support DHCP, FTP, DNS, DDNS, NTP, UPNP, Email 

 Cloud services, P2P 
 Mobile phone remote monitoring(iOS, Android) 

 Multi-browser access(IE, Chrome, Firefox, Safari) 
 Remote control via IE or CMS : Preview, Playback, Backup, PTZ and configuration 

 Adopt standard H.265 high profile compression to get high-quality video at much lower bitrate 
 Three stream technology for local storage with high definition, remote network transmission and remote surveillance with mobile device 

 

Model CH. Max resolution PoE HDD (8TB) Alarm I/O Audio I/O 
Incoming 

Bandwidth 
Local playback 

SMZ516RHN 16ch 8MP N/A 8 16/4 1/1 128Mbps 16ch 

SMZ532RHN 32ch 8MP N/A 8 16/4 1/1 200Mbps 32ch 

SMZ564RHN 64ch 8MP N/A 8 16/4 1/1 256Mbps 32ch 

 
 

H.265 4K NVR SERIES 16HDD, 32,64CH 

 H.265/H.264 compression NVR 

 Support 32/64CH 5MP IP video input 
 Support VGA maximum 1080P output, HDMI up to 4K output 

 Search: Calendar/Time/Events(Alarm, Motion) 
 Multi-mode recording: Manual/Schedule/Motion/Sensor 

 Support DHCP, FTP, DNS, DDNS, NTP, UPNP, Email 

 Cloud services, P2P 
 Mobile phone remote monitoring(iOS, Android) 

 Multi-browser access(IE, Chrome, Firefox, Safari) 
 Remote control via IE or CMS : Preview, Playback, Backup, PTZ and configuration 

 Adopt standard H.265 high profile compression to get high-quality video at much lower bitrate 
 Three stream technology for local storage with high definition, remote network transmission and remote surveillance with mobile device 

 

Model CH. Max resolution PoE HDD (8TB) Alarm I/O Audio I/O 
Incoming 

Bandwidth 
Local playback 

SMZ532RTN 32ch 8MP N/A 16 16/4 1/1 200Mbps 32ch 

SMZ564RTN 64ch 8MP N/A 16 16/4 1/1 256Mbps 32ch 
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SOMAX TECHNOLOGY  

 

 

 
POE H.265 Network Video Recorders  
Support DHCP, FTP, DNS, DDNS, NTP, UPNP, Email, Cloud services 
P2P, Mobile phone remote monitoring(iOS, Android) 

NETWORK VIDEO 
RECORDERS POE 

 
H.265 4K NVR SERIES 1HDD, 4,8,16CH POE 

 H.265/H.264 compression NVR 
 Support 4/8/16CH 5MP IP video input 

 Support VGA maximum 1080P output, HDMI up to 4K output 

 Multi-mode recording: Manual/Schedule/Motion/Sensor 
 Support DHCP, FTP, DNS, DDNS, NTP, UPNP, Email 

 Cloud services, P2P 
 Mobile phone remote monitoring(iOS, Android) 

 Multi-browser access(IE, Chrome, Firefox, Safari) 
 Remote control via IE or CMS : Preview, Playback, Backup, PTZ and configuration.  

 Adopt standard H.265 high profile compression to get high-quality video at much lower bitrate 

 Three stream technology for local storage with high definition, remote network transmission and remote surveillance with mobile device.   

 

Technical Specification   

Model NO. SMB42N28V12 SMB52N28V12 SMB54N28V12 

Compression H.265/H.264 H.265/H.264 H.265/H.264 

OS Embedded Linux Embedded Linux Embedded Linux 

Input 4CH 8CH 16CH 

VGA 
1CH,1920×1080,1280×1024, 

1280×720,1024×768 
1CH,1920×1080,1280×1024, 

1280×720,1024×768 
1CH,1920×1080,1280×1024, 

1280×720,1024×768 

HDMI 4K/1080P output 4K/1080P output 4K/1080P output 

Incoming 
bandwidth 

48Mbps 60Mbps 192Mbps 

Resolution 
Main stream: Up to 2560x1920, Sub-

stream: D1 
Main stream: Up to 2560x1920, Sub-

stream: D1 
Main stream: Up to 2560x1920, Sub-

stream: D1 

Live View 4CH 8CH 16CH 

Playback 4CH 8CH 16CH 

Audio Compression G.711a G.711a G.711a 

Audio Bitrate 64Kbps 64Kbps 64Kbps 

Intercom 1CH, two way talk N/A 1CH, two way talk 

Audio Output 1CH N/A 1CH 

Audio decoding G.711a/G711u/ACC G.711a/G711u/ACC G.711a/G711u/ACC 

Search mode Time/Calendar/Event/Channel Time/Calendar/Event/Channel Time/Calendar/Event/Channel 

Motion Detection Supported Supported Supported 

Snapshot Support JPEG format Support JPEG format Support JPEG format 

Storage HDD 1*HDD, up to 8TB 1*HDD, up to 8TB 2*HDD, up to 8TB/bay 

eSATA N/A N/A N/A 

Network storage Yes Yes Yes 

Local Storage USB driver, External Hard drive USB driver, External Hard drive USB driver, External Hard drive 

RJ45 
1*RJ45 10M/100M self-adaptive 

Ethernet 
1*RJ45 10M/100M self-adaptive 

Ethernet 
1*RJ45 10M/100M self-adaptive 

Ethernet 

Protocol 
TCP/IP, DHCP, FTP, NTP, 
UPnP,P2P,DDNS,SMTP 

TCP/IP, DHCP, FTP, NTP, 
UPnP,P2P,DDNS,SMTP 

TCP/IP, DHCP, FTP, NTP, 
UPnP,P2P,DDNS,SMTP 

POE 
4CH 

10/100 Mbps self-adaptive Ethernet 
8CH 

10/100 Mbps self-adaptive Ethernet 
16CH 

PoE Power ≤45W ≤68W ≤180W 

Alarm I/O N/A N/A N/A 

RS323, RS485 N/A N/A N/A 

USB Port 1 USB2.0 1 USB3.0 2 USB2.0 

Temperature -10°~ 55° 10°~ 55° 10°~ 55° 

Humidity 10% ~ 90% 10% ~ 90% 10% ~ 90% 

Power supply DC 48V1.35A DC 48V1.875A 110V~220V±10% 

Consumption 7W(without HDD) 7W(without HDD) 20W(without HDD) 

Weight 1.7KG 1.7KG 3KG 

Dimensions 215*235*45mm 215*235*45mm 360*311*48mm 
    

 

Model CH. Max resolution PoE HDD (8TB) Alarm I/O Audio I/O 
Incoming 

Bandwidth 
Local playback 

Z504NER-4P 4ch 8MP 4PoE 1 N/A 1/1 48Mbps 4ch 

Z508NER-8P 8ch 8MP 8PoE 1 N/A N/A 60Mbps 8ch 

Z516NFR-16P 16ch 8MP 16PoE 2 N/A 1/1 192Mbps 16ch 

 


